
Sander

SM 1236CES Plus

Model: SM 1236CES Plus 
Power input W 1200

No load rpm min–1 2600

Variable speed min–1 800–3600

Max. disc diameter mm 150

Flexible backing pad diameter mm 148

Spindle thread M14

Weight by EPTA 01-2003 kg 2,4

New design of the gear box 
made by light and strong 

magnesium alloy

Powerful high-reliable electric motor with 
improved ventilation and thermal overload 
protection

Spindle lock button for 
convenient accessory 

replacement

2-side Antivibration side  
handle for precise operation  

and improved comfort

Auto-stop brushes

Safety switch 
with lock-on 
function

Wide range of accessories  - Polishishing discs 
and pads, Lambs wool polishing bonnet, sanding 
discs (ø150 mm, Hook and loop backing); 
Diamond cup wheels with spindle thread М14 
ect. For grinding, polishing and finishing, suitable 
for all kinds of surfaces.

Flexible backing pad ø148 mm for  
hook and loop accessories

Technical Data

Comes complete with:
Antivibration side handle, Flexible backing pad ø1148 mm, Sanding disc, Support washer, Lock nut, Lock nut spanner

Constant electronics 
plus electronic 
speed pre-selection. 
Electronics for soft  
start and restriction  
of starting current.
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Dust sealed 
spindle and 

bearings


