
Come complete with:
Flexible backing pad Ø148 mm, Polishing bonnet, Front handle
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PM 1026CE • PM 1324CE • PM 1631CE

Spindle lock 
button for 

convenient 
accessory 

replacement

Dust sealed 
spindle and 

bearings
New design of the gear box 
made by light and strong 
magnesium alloy

Auto-stop 
brushes

- Safety switch to prevent 
accidental switching on, 
lock-on function and 
switching off 

- Safety restart cut out
- Soft start with restriction 

of starting current

- Powder coated rotor and 
stator for efficient dust 
protection

- Protection basket for 
rotor winding against 
sharp dust particles

Ergonomic soft-grip 
rear handle reduce 
vibration level

Closed front handle 
for precise operation 

and improved comfort
Powerful high-
reliable electric 

motor with improved 
ventilation and 

thermal overload 
protection

Constant 
electronics plus 
electronic speed  
pre-selection

Quick change hook and 
loop accessories

Model:  PM 1026CE PM 1324CE PM 1631CE
Power input:  W 1010 1300 1600
No load rpm:  min-1 800–2600 400–2400 600–3100
Flexible backing pad: mm 150 180 180
Sanding disk: mm 150 180 180
Polishing sponge, max.: mm 160 220 180
Spindle thread:  M14 M14 M14
Weight:  kg 3.4 3.7 3.7
Cat. N:  12000111410 12000111510 12000111610


