
Comes complete with: 
Hex wrench, Dust bag, Side support arms, Blade, Work clamp

Double bevel cross pull mitre saws

TKN 80D / TKN 95D
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Technical Data
Model: TKN 80D TKN 95D
Power input: 1800 W 1800W
No load rpm: 5000 min-1 5000 min-1

Blade diameter / bore: 250 / 30 mm 305 / 30 mm
Blade width: 2.8 mm 3.0 mm
Teeth: 24 TCT 32 TCT
Max. cutting capacity: 80 mm 95 mm
Max. cutting capacity:  - 0° x 0° (L, R)
(width x height)             - 45° x 0° (L, R) 
                                      - 0° x 45° L/R
                                      - 45° x 45° L/R

280 x 80 mm
196 x 80 mm

280 x 25/45 mm
196 x 25/45 mm

305 x 95 mm
215 x 95 mm

305 x 42/52 mm
215 x 42/52 mm

Poids: 21.5 kg 25.2 kg

SPARKEYE® laser 
cutting guide

Ergonomic soft-grip 
D-handle

Upper fixed 
blade guard

Rotating blade 
guard

Release latch

Guard retraction 
arm

Bevel cuts from 0° to 45° 
left and right

Work clamp Aluminium 
alloy housing 
and mitre 
table

Mitre cuts from 0° to 52° 
left and right

Pre-set mitre table 
stops for convenient 
setting of common 
mitre cuts

Adjustable depth 
of cut

Dust extraction 
with dust bag


